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PRODUCT DETAILS
Profiles can be customized to meet project requirements. The following details provide dimensional and 
layout-specific parameters:
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G
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SYSTEM A900

G (GROOVE)1 2mm

S (SPACING)2 10mm

T (THICKNESS) 3/4”

W/L (MAX WIDTH/LENGTH)3 48” / 120”

1Groove - ‘U-Shaped’ Groove
2Spacing - Spacing is O.C. (On Center)
3W/L - Max width/length are interchangeable; 
tongue & groove panels are supplied in 11-3/4” widths
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FIRE PERFORMANCE
Aluratone 9X0 can be 

treated to meet Class A as per 
ASTM E-84. Veneers are applied 
to an FR (Fire Rated) core 
(typically MDF or Particleboard).

SEISMIC
Aluratone 9X0 may meet 

code compliance via direct 
screw attachment or Torsion 
Springs & Saddle Clips. Local 
code should be consulted for 
additional seismic requirements.

ACOUSTICS
Aluratone 9X0 is 

manufactured with an Acoustic 
Nonwoven Backer and has been 
tested in accordance with ASTM 
C423 and achieves a baseline 
NRC-0.60/0.70. 

SUSTAINABILITY
Aluratone 9X0 contributes 

to sustainability initiatives like 
WELL and LEEDv4 through FSC 
compliance, NAF cores, HPDs, 
EPDs, and Indoor Advantage 
Gold certification.

DESIGN
Aluratone 9X0 is a fully-

accessible ceiling or wall system 
unless direct-screw attached. 
Panels are suspended from grid 
by C-Hangers,  Torsion Springs 
& Saddle Clips, or direct screw 
attachment. Ceiling panels can 
also be manufactured with 
a variety of edge conditions 
including edge-banded, tegular, 
lay-in, and side slot. Wall panels 
are attached with Z-Clips. 
Attachment methods may be 
limited by face profile.

ALURATONE PRODUCT SHEET
SYSTEM: ALURATONE  |  STYLE: 9X0

Aluratone 9X0 is a modern 
V-shaped grooved panel system 
that limits the visibility of internal 
panel construction while providing 
excellent sound attenuation. The 
Aluratone 9X0 system consists of 
veneered panels with v-shaped 
grooves in the panel’s face and 
an acoustic nonwoven backer 
adhered to the back to achieve 
sound attenuation. Up to 48” x 120” 
panels can be attached to standard 
heavy duty grid on the ceilings and 
via Z-Clips and furring strips on 
the walls.

Aluratone is only available in veneer.

Acoustical wood ceiling and wall panels designed to 
combine the warmth and beauty of wood with excellent 
acoustical performance.
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PRODUCT DETAILS
Profiles can be customized to meet project requirements. The following details provide dimensional and 
layout-specific parameters:

T

W/L

S
G

W/LT&G
SYSTEM A930 A940 A950

G (GROOVE)1 2mm

S (SPACING)2 10mm 20mm 5mm

T (THICKNESS) 3/4”

W/L (MAX WIDTH/LENGTH)3 48” / 120”

1Groove - ‘V-Shaped’ Groove
2Spacing - Spacing is O.C. (On Center)
3W/L - Max width/length are interchangeable; 
tongue & groove panels are supplied in 11-3/4” widths 
for A930/A950 and 11” widths for A940
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