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 PERIMETER TRIM #870

SIDE INSTALLATION END INSTALLATION

NOTE:
ALLOW SUFFICIENT SPACE FOR
EXPANSION AT PERIMETER.
SEE INSTALLATION GUIDE FOR
MORE INFORMATION
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SIDE INSTALLATION END INSTALLATION

4" HIGH FASCIA
FOR FLOATING CONDITIONS
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CARRIER
CONNECTOR #890

USE #12 UNC BOLT
WITH NUT
(NOT BY RULON)
TO SECURE
CONNECTOR TO
CARRIERS

ENDURE™ LINEAR CARRIER #880

2" [51 mm]
MODULE
REPEAT

NOTE:
CARRIER CONNECTOR IS FOR
ALIGNMENT ONLY. SUPPORT
CARRIER AS NEEDED NEAR SPLICE.

INSTALLATION TIP:
CARRIER CONNECTOR IS DESIGNED TO
BE POSITIONED INSIDE (AS SHOWN) OR
OUTSIDE OF THE CARRIER; ATTACHED
THROUGH HOLES IN TOP (AS SHOWN)
OR SIDES

RULON TIP

ENDURE™ LINEAR #890 Carrier
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RULON CARRIER

6" MAX. 6" MAX.

CUT PANELS TO ALLOW SPACE FOR
SUFFICIENT EXPANSION AND CONTRACTION.
SEE INSTALLATION GUIDE OR CONTACT
RULON TECHNICAL SUPPORT FOR MORE
INFORMATION.

#875 EXPANSION JOINT

ENDURE™ LINEAR CEILING STRIPENDURE™ LINEAR CEILING STRIP

NOTE: TRIM WEB
OF STRIP TO ALLOW
TO EXPAND BELOW
SCREWS

STUDS OR STRUTS
FOR EXTERIOR
(NOT BY RULON)

T-GRID
(NOT BY RULON)
3'-0" O.C. MAX.
ATTACHED TO
CARRIER
SNIP AT END
AND FOLD UP
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Expansion Joint Detail P8000005
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#860 SPACERS
(SECURE PER
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GUIDE)
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MAX

6" MAX.
FROM END

6" MAX
FROM
END

#12 GA. HANGER WIRE CENTERS AS FOLLOWS:
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EXTERIOR: 2' O.C. MAX (STRUTS REQUIRED)
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MENT
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NOTE:
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FIXTURE
INDEPENDENTLY
SUPPORTED FROM
ABOVE

ATTACHMENTS FOR
LATERAL STABILITY
ONLY
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HANGER WIRE TO PROVIDE INDEPENDENT
SUPPORT OF LIGHT FIXTURE

USE SHORT PIECES OF
CARRIER TO BRIDGE AROUND
LIGHT ENDS

NOTE:
CEILING CARRIER SUPPORTS
OMITTED FOR CLARITY

ENDURE™
LINEAR CEILING

LINEAR FIXTURE
(NOT BY RULON)

A

LIGHT FIXTURE MUST
BE INDEPENDENTLY
SUPPORTED

ENDURE™ LINEAR CEILING

FLANGED FIXTURE
(NOT BY RULON)

B

ENDURE™ LINEAR CEILING

ENDURE™ LINEAR #870
PERIMETER TRIM

A

OPTIONAL

B

STANDARD

MINIMAL GAP
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Fixture P8000009
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FIELD-NOTCH AND ATTACH
1" [25 mm] L-ANGLE

(NOT BY RULON)

SUSPEND ADDITIONAL
PIECES OF RULON
CARRIER AS NEEDED

PLAN VIEW
(ACCESS PANEL PARTIALLY OPEN)

NOM. 2' X 2' ACCESS PANEL SHOWN
(SIZE VARIES PER PROJECT)

SEE HINGE DETAIL BELOW

SEE LATCH DETAIL BELOW

1" [25 mm] L-ANGLE ATTACHED TO ENDURE™ LINEAR CARRIER
WITH MACHINE SCREWS AND NUTS (NOT BY RULON)
HARDWARE TO SUPPORT MATERIAL WEIGHT OF 1.6LB/SF

11
2" [38 mm] DOOR

HINGE, ATTACHED
TO L-ANGLE WITH

MACHINE SCREWS
AND NUTS

(NOT BY RULON)

LATCH DETAIL
(SHOWN CLOSED)

HINGE DETAIL
(SHOWN CLOSED)

INTERFERENCE
FIT - APPLY
PRESSURE TO
DISENGAGE

ATTACH HINGE TO L-ANGLE (NOT BY RULON)

REMOVE
SPACER IF APPLICABLE

AND ADJACENT STRIP
FOR ACCESS TO WING NUT

(ENDURE™ LINEAR 800 ONLY)

BOLT/WASHER AND WING NUT
(NOT BY RULON) MINIMUM 2 PLACES

ALONG L-LANGLE
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SHIM UNDER STUDS/STRUCTURE WHERE

NECESSARY TO LEVEL THE CARRIERS

METAL STUDS

OR STRUCTURE

(NOT BY RULON)

ATTACH #880 CARRIER TO METAL STUDS

/STRUCTURE USING SCREWS 2' ON CENTER**

(NOT BY RULON)

**WHEN ATTACHING TO PLYWOOD

SHEATHING/FURRING USE SCREWS 1' O.C. TYPICAL

#880 CARRIER

#880 CARRIER

SHIM

METAL

STUD
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P-840-1 ENDURETM Linear #840 (6 Inch Module) Profile

P-840-2 ENDURETM Linear #840 with #870 Perimeter Trim

P-840-3 ENDURETM Linear Carrier Connector

P-840-4 ENDURETM Linear #851S 5 Inch Splice Material

P-840-5 ENDURETM Linear #875 Expansion Joint Detail

P-840-6 ENDURETM Linear #840 Installation / Spacing

P-840-8 ENDURETM Linear #840 Recessed Can Light

P-840-9 ENDURETM Linear #840 Linear Fixture Detail

P-840-10 ENDURETM Linear #840 Access Panel Detail

P-840-22 ENDURETM Linear #840 with #872 4" High Fascia Trim
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 PERIMETER TRIM #870

SIDE INSTALLATION END INSTALLATION

NOTE:
ALLOW SUFFICIENT SPACE FOR
EXPANSION AT PERIMETER.
SEE INSTALLATION GUIDE FOR
MORE INFORMATION
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 PERIMETER TRIM #872

SIDE INSTALLATION END INSTALLATION

NOTE:
ALLOW SUFFICIENT SPACE FOR
EXPANSION AT PERIMETER.
SEE INSTALLATION GUIDE FOR
MORE INFORMATION
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CARRIER
CONNECTOR #890

USE #12 UNC BOLT
WITH NUT
(NOT BY RULON)
TO SECURE
CONNECTOR TO
CARRIERS

ENDURE™ LINEAR CARRIER #880

2" [51 mm]
MODULE
REPEAT

NOTE:
CARRIER CONNECTOR IS FOR
ALIGNMENT ONLY. SUPPORT
CARRIER AS NEEDED NEAR SPLICE.

INSTALLATION TIP:
CARRIER CONNECTOR IS DESIGNED TO
BE POSITIONED INSIDE (AS SHOWN) OR
OUTSIDE OF THE CARRIER; ATTACHED
THROUGH HOLES IN TOP (AS SHOWN)
OR SIDES

RULON TIP
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RULON CARRIER

6" MAX. 6" MAX.

CUT PANELS TO ALLOW SPACE FOR
SUFFICIENT EXPANSION AND CONTRACTION.
SEE INSTALLATION GUIDE OR CONTACT
RULON TECHNICAL SUPPORT FOR MORE
INFORMATION.

#875 EXPANSION JOINT

ENDURETM CEILING STRIPENDURETM CEILING STRIP

NOTE: TRIM WEB
OF STRIP TO ALLOW
TO EXPAND BELOW
SCREWS

STUDS OR STRUTS
FOR EXTERIOR
(NOT BY RULON)

T-GRID
(NOT BY RULON)
3'-0" O.C. MAX.
ATTACHED TO
CARRIER
SNIP AT END
AND FOLD UP

ISSUE DATE: PROJECT NUMBER:

REVISION DATE: DRAWING NUMBER:

P-840-5

PROJECT:

TITLE: ENDURETM Linear #875
Expansion Joint Detail

DRAWN BY:

CHECKED BY:

CAP

CMPDEC/01/2025



#840 STRIPS
#880 CARRIERS

2' O.C. MAX.

#12 GA. HANGER WIRE

CENTERS AS FOLLOWS:

INTERIOR: 4' O.C. MAX

(STRUTS OPTIONAL)

EXTERIOR: 2' O.C. MAX

(STRUTS REQUIRED)

(6" MAX FROM ENDS)
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FIELD

MEASURE-

MENT

90°

NOTE:

CUT LEGS OF

CHANNEL AND

BEND TO

PERMIT
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TO

STRUCTURE

AND CARRIER.

APPROPRIATE
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(NOT BY

RULON)

STRUT NOT

BY RULON

11
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FIXTURE
INDEPENDENTLY
SUPPORTED FROM
ABOVE

ATTACHMENTS FOR
LATERAL STABILITY
ONLY

ENDURETM 840
STRIP

860 SPACER
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C

OPTIONAL

D

STANDARD

IF SPACERS ARE NOT SPECIFIED
(BUT ARE AVAILABLE), USE FIELD-CUT 3" LONG
PIECES OF #860 SPACER TO REGISTER #840
STRIPS

(WHEN SPACERS ARE NOT USED ON
PROJECT) - SECURE
WITH 13

4" LONG TRUSS
HEAD TYPE SCREW
(NOT BY RULON)

#840 STRIPS

HANGER WIRE TO PROVIDE
INDEPENDENT SUPPORT OF LINEAR
FIXTURE

USE SHORT PIECES OF CARRIER TO
BRIDGE AROUND FIXTURE ENDS

A

LIGHT FIXTURE MUST
BE INDEPENDENTLY SUPPORTED

ENDURE™ LINEAR CEILING

FLANGED FIXTURE
(NOT BY RULON)

B

ENDURE™ LINEAR CEILING

ENDURE™ LINEAR #870
PERIMETER TRIM

A

OPTIONAL

B

STANDARD

MINIMAL GAP

FIXTURE CENTERED WITHIN
STRIP (OR REVEAL)

C

ISSUE DATE: PROJECT NUMBER:

REVISION DATE: DRAWING NUMBER:

P-840-9

PROJECT:

TITLE: ENDURETM Linear #840 Linear
Fixture Detail

DRAWN BY:

CHECKED BY:

CAP

CMPDEC/01/2025



FIELD-NOTCH AND ATTACH
1" [25 mm] L-ANGLE

(NOT BY RULON)

SUSPEND ADDITIONAL
PIECES OF RULON
CARRIER AS NEEDED

PLAN VIEW
(ACCESS PANEL PARTIALLY OPEN)

NOM 2' X 2' ACCESS PANEL SHOWN
(SIZE VARIES PER PROJECT)

SEE HINGE DETAIL BELOW

SEE LATCH DETAIL BELOW

1" [25 mm] L-ANGLE ATTACHED TO ENDURE™ LINEAR CARRIER
WITH MACHINE SCREWS AND NUTS (NOT BY RULON)
HARDWARE TO SUPPORT MATERIAL WEIGHT OF 1.6LB/SF

11
2" [38 mm] DOOR

HINGE, ATTACHED
TO L-ANGLE WITH

MACHINE SCREWS
AND NUTS

(NOT BY RULON)

LATCH DETAIL
(SHOWN CLOSED)

HINGE DETAIL
(SHOWN CLOSED)

REMOVE ONE
STRIP TO ACHIEVE
ACCESS TO WING
NUT

THUMB SCREW AND WING NUT (NOT BY RULON)
MINIMUM 2 PLACES ALONG ANGLE

ENDURE™ LINEAR #840
CEILING
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P-8100001 ENDURETM Linear #810 (8 Inch Module) Profile

P810-870PT ENDURETM Linear #810 with #870 Perimeter Trim

P810-851 ENDURETM Linear #851S 8 Inch Splice Material

P810-INSTALL ENDURETM Linear #810 Installation / Spacing

P810-CLIGHT ENDURETM Linear #810 Recessed Can Light

P810-LINF ENDURETM Linear #810 Linear Fixture Detail

P810AP-H ENDURETM Linear #810 Access Panel Detail

P-810XXXP ENDURETM Linear #810 (8 Inch Module without Spacer) Profile
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 PERIMETER TRIM #870

SIDE INSTALLATION END INSTALLATION
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NOTE:
ALLOW SUFFICIENT SPACE FOR
EXPANSION AT PERIMETER.
SEE INSTALLATION GUIDE FOR
MORE INFORMATION
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#810 STRIPS

#12 GA. HANGER WIRE

CENTERS AS FOLLOWS:

INTERIOR: 4' O.C. MAX

(STRUTS OPTIONAL)

EXTERIOR: 2' O.C. MAX

(STRUTS REQUIRED)

(6" MAX FROM ENDS)

#880 CARRIERS

2' O.C. MAX.

#860 SPACERS

CONTACT RULON

ENGINEERING FOR

COASTAL

APPLICATIONS

(PROJECT-SPECIFIC)

RULON TIP

(SECURE PER

INSTALLATION

GUIDE)

2"

FIELD

MEASURE-

MENT

90°

NOTE:

CUT LEGS OF

CHANNEL AND

BEND TO

PERMIT

ATTACHMENT

TO

STRUCTURE

AND CARRIER.
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FASTENERS

(NOT BY

RULON)

STRUT NOT

BY RULON

11
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15
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20-GA.
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CROSS-SECTION,

TYPICAL
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FIXTURE
INDEPENDENTLY
SUPPORTED FROM
ABOVE

ATTACHMENTS FOR
LATERAL STABILITY
ONLY

ENDURE™ LINEAR#810 8"
Module Can Light Detail P810-CLIGHT
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#910 STRIPS

HANGER WIRE TO PROVIDE INDEPENDENT
SUPPORT OF LINEAR FIXTURE

USE SHORT PIECES OF CARRIER TO
BRIDGE AROUND FIXTURE ENDS

A

LIGHT FIXTURE MUST
BE INDEPENDENTLY SUPPORTED

ENDURE™ LINEAR CEILING

FLANGED FIXTURE
(NOT BY RULON)

B

ENDURE™ LINEAR CEILING

ENDURE™ LINEAR #870
PERIMETER TRIM

A

OPTIONAL

B

STANDARD

MINIMAL GAP

FIXTURE CENTERED WITHIN
STRIP (OR REVEAL (OPTIONAL))

C

SECURE
WITH 13

4" LONG TRUSS
HEAD TYPE SCREW
(NOT BY RULON)

STANDARD
C

ENDURE™ LINEAR#810 8"
Module Linear Fixture Detail P810-LINF
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FIELD-NOTCH AND ATTACH
1" [25 mm] L-ANGLE

(NOT BY RULON)

SUSPEND ADDITIONAL
PIECES OF RULON
CARRIER AS NEEDED

PLAN VIEW
(ACCESS PANEL PARTIALLY OPEN)

2' [610 mm]  X 2' [610 mm] ACCESS PANEL SHOWN
(SIZE VARIES PER PROJECT)

SEE HINGE DETAIL BELOW

SEE LATCH DETAIL BELOW

1" [25 mm] L-ANGLE ATTACHED TO ENDURE™ LINEAR CARRIER
WITH MACHINE SCREWS AND NUTS (NOT BY RULON)
HARDWARE TO SUPPORT MATERIAL WEIGHT OF 1.6LB/SF

11
2" [38 mm] DOOR

HINGE, ATTACHED
TO L-ANGLE WITH

MACHINE SCREWS
AND NUTS

(NOT BY RULON)

LATCH DETAIL
(SHOWN CLOSED)

HINGE DETAIL
(SHOWN CLOSED)

REMOVE ONE
STRIP TO ACHIEVE
ACCESS TO WING
NUT

THUMB SCREW AND WING NUT (NOT BY RULON)
MINIMUM 2 PLACES ALONG ANGLE

ENDURE™ LINEAR #810
CEILING

ENDURE™ LINEAR#810 8"
Straight Edge
Strip Access Panel Hinged

P810AP-H
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